
*Due to possible variations in computer and printer calibrations, technical factors and certain finish characteristics, the colors you see may not accurately portray the actual colors and are provided as a guide only.
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Collection: CONTRA

Finish*:

GA - Profilés 
chromés

Main features:

Features
• DIMENSIONS: 200 x 40 cm • WEIGHT: 19 kg

• MATERIAL: Clear glass • INSTALLATION TYPE: Walk-in

• NORMS AND REGULATION: EN 14428 • MIN/MAX WIDTH: 36 - 38 cm

• GLASS THICKNESS IN MM: 6 • PANEL HEIGHT IN CM: 200

• WALL ADJUSTMENT IN MM: 20 mm • ENCLOSURE TYPE: In-line fixed panel

• INSTALLATION: Closed space • PRODUCT DESCRIPTION: Add 40 cm enclosures in line with pivot door to obtain a width 
of 130 or 160 cm.

• CARE RECOMMENDATIONS: Clean with warm soapy water. Do not use acid detergent or 
abrasives.

• SEAL: Magnetic door close, door sill supplied

Consumer benefits Installation benefits
• COMFORT: Ideal for showering spaces over 120 cm and for replacing a bath. • EASY ASSEMBLY: 18 mm wall adjustment for out-of-plumb walls

Optional products
• E22BW90: Horizontal bar • E22BT: ff

E22L40

CONTRA - In-line fixed panel

Product Specification: In-line fixed panel. E22L40. Collection: CONTRA. DIMENSIONS: 200 x 40 cm. WEIGHT: 19 kg. MATERIAL: Clear glass. INSTALLATION TYPE: Walk-in. NORMS AND REGULATION: EN 14428. 
MIN/MAX WIDTH: 36 - 38 cm. GLASS THICKNESS IN MM: 6. PANEL HEIGHT IN CM: 200. WALL ADJUSTMENT IN MM: 20 mm. ENCLOSURE TYPE: In-line fixed panel. INSTALLATION: Closed space. PRODUCT 
DESCRIPTION: Add 40 cm enclosures in line with pivot door to obtain a width of 130 or 160 cm.. CARE RECOMMENDATIONS: Clean with warm soapy water. Do not use acid detergent or abrasives.. SEAL: 
Magnetic door close, door sill supplied. 


