
 

 

XB6ETN521P,XB6ETI522P,XB6ETI523P   Ui:250V;Uimp:2.5kV;Ith:5A; 
AC-15:Ue/Ie:AC120V/0.3A,AC240V/0.3A; DC-13:Ue/Ie:DC24V/0.7A,DC125V/0.15A; 

:IP65( ); :D16. 



 
 

 

 

 

 

CERTIFICATE NO.: 2013010305603603 

NAME AND ADDRESS OF THE APPLICANT 

Schneider Electric Industries SAS 

Zone Industrielle, BP660, 16340 L'Isle d'Espagnac, France 

NAME AND ADDRESS OF THE MANUFACTURER 

Fuji Electric FA Components & Systems Co.,Ltd.  

Mitsui Sumitomo Bank Ningyo-cho Bldg., 5-7, Nihonbashi Odemma-cho, Chuo-ku, Tokyo,Japan 

NAME AND ADDRESS OF THE FACTORY 

Chichibu Fuji Co., Ltd. 

755-1 Ogano,Ogano-machi, Chichibu-gun,Saitama-Ken, Japan 

PRODUCT NAME, MODEL AND SPECIFICATION 

Push button switch 

XB6ETN521P,XB6ETI522P,XB6ETI523P   Ui:250V;Uimp:2.5kV;Ith:5A; AC-15:Ue/Ie:AC120V
/0.3A,AC240V/0.3A; DC-13:Ue/Ie:DC24V/0.7A,DC125V/0.15A; Levels of Protection:IP65(Wor

king face);  Aperture :D16. 

THE STANDARDS AND TECHNICAL REQUIREMENTS FOR THE PRODUCTS 

GB/T14048.5-2017 

This is to certify that the above mentioned product(s) complies with the requirements of 
implementation rules for compulsory certification(REFNO.CNCA-C03-02:2014). 

Valid from: Feb.22,2019      Valid until: Nov.27,2022 

The validity of the certificate is subject to positive result of the regular follow up 
inspection by issuing certification body until the expiry date. 

Date of original issued: Mar.26,2013 

The certificate information is available through CNCA's website: www.cnca.gov.cn 
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