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REVERSIBLE

TECHNICAL SPECIFICATIONS (Auxiliary) 2020010

Column ATTILA -  350x1400

Materials

Information

Metal fitting

- Gloss White: Laminated particle board lacquered with UV high
gloss polyester paint.
- Ostippo Oak, Eternity Oak: Laminated particle board.

Suspended 1-door pillar with interior glass trays

• Handles: Lacquered aluminum handle in matt black.
• Door and Hinges: 1 puerta con cierre amortiguado soft-close
• Hangers: Heavy duty hanger with three independent regulations 
accessible from the front: Certified according to DIN 68840 
(equivalent to 130Kg of final load per set).
The pillar is reversible, just turning it around. (It has 2 + 2 hangers 
for left and right hand)

• Side panels (Thickness=16mm):

• Internal structure panels (Thickness=16mm): Laminated particle
board.

• Inner Trays: 4 units: height adjustable glass tray (5mm thick)

** All the panels used in the manufacture of this unit are classed as
E05 grade with low level of formaldehyde content.

Gloss White

Nude

Eternity Oak Ostippo Oak

Vanity dimensions and package weight

Exterior finishes

Interior finishes

Unit dimensions

Length mm.

Depth mm.

Height mm.

Net weight Kg.

Gross mss Kg.

STANDARD
EN 717-1

SOFT
CLOSING

*Trim varies according to design: PVC, ABS (edged with PUR glue)


