
Description

Wall panels for lining the shower zone, manufactured in the same coordinated 
finishes and colours as Hidrobox shower trays

Material

· Material comprised of resin and mineral loads

Surface finish

· Smooth, slate or cement texture
· Matt finish

Standard

· Thickness 1 cm

Optional

· Cm by cm custom cutting
· Aluminum listel, finishing or ‘T’ edge profile

Installation

· Onto wall

Features

· Interior use
· Highly resistant to moisture
· Highly resistant to chemical agents
· Very hard surface, resistant to impact, abrasion and scratching

Information available

· General catalogue 
· Pre-installation specifications 
· Installation, use and maintenance manual
· CAD, 2D and 3D Files

Presentation

· The wall panels are individually packed

WALL PANELS
TECHNICAL INFORMATION

ABSARA INDUSTRIAL S.L. reserves the right to make the necessary changes they feel opportune without forewarning or substitution 

Partida Saloni s/n. 12130 San Juan de Moró. Castellón (SPAIN).   
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Formats 

(70-120)x(80-240)x1

· To be combined with Scene:

· To be combined with Marmek:

· To be combined with Gelcoat:

Colour 

WHITE

RAL* / NCS*CEMENTIRONGRAPHITEBIANCO BEIGE CAPPUCCINO

CEMENTSTEELIRONOMBRAGRAPHITEBIANCO GRIS RAL* / NCS*

CREME BEIGE CAPPUCCINO TERRA CACAOPIETRA


