
*Due to possible variations in computer and printer calibrations, technical factors and certain finish characteristics, the colors you see may not accurately portray the actual colors and are provided as a guide only.
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Collection: SINGULIER

Finish*:

CP - Chrome

Main features:

Features
• WEIGHT: 4.3 kg • MATERIAL: Metal

• INSTALLATION TYPE: 2 holes • NORMS AND REGULATION: NF : IC/A - ECAU : E3/1 C2 A1 U3 - Ge3 - ACS : 10 ACCLY 
113

• TYPE: Single-lever • FLOW RATE: 20 l/mn

• CONNECTION: With pillar connectors & O-rings • MECHANISM: Ceramic disc cartridge

• HOLE CONFIGURATION: 150 • DIVERTER: Discreet automatic diverter around shower hose outlet

• MECHANISM GUARANTEE: 5 years • Temperature control ring. Water-saving feature: Sensitive stop

Consumer benefits Installation benefits
• ERGONOMICS: Discreet diverter (near shower hose outlet) • EASY INSTALLATION: Pillar connectors for quick O-ring assembly, handshower support

• PRACTICAL: Built-in handshower holder

• ESTHETIC: Built-in anti-scale aerator

Technical drawing
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E10868

SINGULIER - Single-lever deck-mount bath/shower mixer

Product Specification: Single-lever deck-mount bath/shower mixer. E10868. Collection: SINGULIER. WEIGHT: 4.3 kg. MATERIAL: Metal. INSTALLATION TYPE: 2 holes. NORMS AND REGULATION: NF : IC/A - 
ECAU : E3/1 C2 A1 U3 - Ge3 - ACS : 10 ACCLY 113. TYPE: Single-lever. FLOW RATE: 20 l/mn. CONNECTION: With pillar connectors & O-rings. MECHANISM: Ceramic disc cartridge. HOLE CONFIGURATION: 150. 
DIVERTER: Discreet automatic diverter around shower hose outlet. MECHANISM GUARANTEE: 5 years. Temperature control ring. Water-saving feature: Sensitive stop. 


